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ALUMINIUM CYLINDERS

Aluminium Cylinders

Aluminum cylinders are preferred in many areas because they are lighter than
steel cylinders, have a natural resistance to oxidation and are not magnetic.

The aluminum cylinders we offer with various volume options are TPED
certified.

USAGE AREAS c €

Medical Purpose Breathing Cylinders
Fire Fighting Cylinders

Carbonated Beverage CO2 Cylinders
Industrial Gas Cylinders

Incubator Cylinders

First Aid Kit Cylinders

Calibration Cylinders

Corrosive Gas Cylinders
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SCUBA Cylinders

|___DIMENSIONS _|

VOLUME WORKING / TEST HEIGHT DIAMETER WALL WEIGHT | MATERIAL | STANDARD VALVE

PRESSURE THICKNESS INLET
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50 liter 200 / 300 Bar 1500 mm 250 mm 16,5 mm 55,3 kg. 6061T6 EN ISO 7866 25E
20 liter 200 / 300 Bar 905 mm 205 mm 13,5 mm 24 kg. 6061T6 EN ISO 7866 25E
10 liter 200 / 300 Bar 654 mm 176 mm 1.7 mm 13 kg. 6061T6 EN ISO 7866 25E
5 liter 200 / 300 Bar 525 mm 140 mm 9.3 mm 6,7 kg. 6061T6 EN ISO 7866 25E
4 liter 200 / 300 Bar 640 mm T mm 7.4 mm 4,81kg. 6061T6 EN ISO 7866 17E
3 liter 200 / 300 Bar 493 mm M mm 7.4 mm 3,85 kg. 6061T6 EN ISO 7866 17E
2 liter 200 / 300 Bar 358 mm T mm 7.4 mm 2,89 kg. 6061T6 EN ISO 7866 17E
2 liter 200 / 300 Bar 402 mm 102 mm 6.8 mm 2,76 kg. 6061T6 EN ISO 7866 17E
1liter 200 / 300 Bar 221mm 102 mm 6.8 mm 1,76 kg. 6061T6 EN ISO 7866 17E
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