Steel Cylinders

STEEL CYLINDERS

Our company, which is a leader in gas equipment, operates as the
sole authorized dealer of approved high quality steel cylinder
manufacturers. We respond to the demands of our customers with
products of many brands produced according to European norms.

USAGE AREAS

C€

KOYUNCU

» Medical Purpose Breathing Cylinders
b Fire Fighting Cylinders
» Carbonated Beverage CO:2 Cylinders
» Industrial Gas Cylinders
» Incubator Cylinders
» First Aid Kit Cylinders
VOLUME WORKING / TEST HEIGHT DIAMETER WALL WEIGHT MATERIAL STANDARD VALVE
PRESSURE THICKNESS INLET
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150 liter 200 / 300 Bar 1830 mm 356 mm 7.7 mm 144 kg. 34CrMo4 ISO 9809-1 25E
80 liter 300 / 450 Bar 1780 mm 267 mm 7.5 mm 105 kg. 34CrMo4 ISO 9809-2 25E
67 liter 166 / 250 Bar 1500 mm 267 mm 5.9 mm 76 kg. 37 Mn ISO 9809-1 25E
50 liter 300 / 450 Bar 1515 mm 229 mm 6.3 mm 66 kg. 34CrMo4 ISO 9809-2 25E
50 liter 230 / 345 Bar 1490 mm 229 mm 5.6 mm 58 kg. 34CrMo4 ISO 9809-1 25E
50 liter 166 / 250 Bar 1460 mm 232 mm 5.0 mm 55kg. 37 Mn ISO 9809-1 25E
50 liter (H2) 200 / 300 Bar 1500 mm 229 mm 6.3 mm 70 kg. 34CrMo4 | 1SO 9809-1 25E
50 liter (C2H2) 19 / 60 Bar 1359 mm 230 mm 3.0 mm 57,7 kg. 37 Mn ISO 3807 25E
40 liter 166 / 250 Bar 1300 mm 219 mm 5.2mm 48 kg. 37 Mn ISO 9809-1 25E
40 liter (C2H2) 18 / 60 Bar 1190 mm 232 mm 5.0 mm 56 kg. 37 Mn ISO 3807 25E
27 liter 166 / 250 Bar 920 mm 219 mm 5.2mm 34 kg. 37 Mn ISO 9809-1 25E
20 liter 200 / 300 Bar 790 mm 203 mm 4.6 mm 23 kg. 34CrMo4 ISO 9809-1 25E
10 liter 200 / 300 Bar 840 mm 140 mm 3.3 mm 13,5 kg. 34CrMo4 ISO 9809-1 25E
10 liter 166 / 250 Bar 840 mm 140 mm 3.1 mm 13,5 kg. 37 Mn ISO 9809-1 25E
10 liter (C2H2) 19 / 60 Bar 773 mm 140mm | 2.05mm 14 kg. 37Mn ISO 3807 25E
5 liter 166 / 250 Bar 470 mm 140 mm 3.1 mm 8,Tkg. 37 Mn ISO 9809-1 25 E
2 liter 166 / 250 Bar 340 mm 108 mm 2.4 mm 4,1kg. 37 Mn ISO 9809-1 25E
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