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KEY FEATURES

Manifold
• Centralized Stainless Steel
(Available at all pressure models)
Pressure
• 200/300 Bar • 230/345 Bar • 300/450 Bar 
Frame Surface Protection
• Galvanized • Electrostatic Powder Paint
Outlet Valves 
We offer a wide variety of valves in accordance with DIN, CGA, BS and AFNOR.
Cylinders
As one of the world’s leading gas cylinder distributors, we keep a wide variety of cylinders at our 
warehouse for immediate production orders. Cylinders are  manufactured by the reputable 
cylinder manufacturers around the world.
Cylinder Quantities and Volumes    • 9 x 50 lt • 12 x 50 lt • 15 x 50 lt • 16 x 50 lt
Gas Applications
• All Class 2 according to ADR with the exception of C2H2 and groups T (Toxic) , TC (Toxic Corrosive).
Name Plate and Instructions
• Digital print customised with customer logo covered with 2 mm. Solid for protection. Available in 
local language.
• Aluminium Laser Print.

PRO  Manifolded Cylinder Bundles
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Our PRO model is designed for gas professionals. It has been our leading  product for years. Thousands 
of our PRO model are being used by the gas companies all around the world.
Our PRO model comes with volume options of 9x50 lt , 12x50 lt, 15x50 lt  and 16x50 lt and we produce 
them according to EN ISO 10961 and 2010/35/EU TPED and ADR.

In PRO Model, each cylinder is individually connected to the main distribution pipe. Separate connection 

from main distribution to each cylinder enables fast filling and increases e!ciency, so it does not strain 

the pump. In addition, since a separate valve can be attached to each cylinder, the desired number of 

cylinders in the bundle can be filled.

DIMENSIONS

PRODUCT 
NAME

PRO9/50/230
PRO12/50/230
PRO15/50/230
PRO16/50/230
PRO9/50/300
PRO12/50/300
PRO15/50/300
PRO16/50/300

230/345 Bar
230/345 Bar
230/345 Bar
230/345 Bar
300/450 Bar
300/450 Bar
300/450 Bar
300/450 Bar

2.000 mm
2.000 mm
2.000 mm
2.000 mm
2.000 mm
2.000 mm
2.000 mm
2.000 mm

50 liter
50 liter
50 liter
50 liter
50 liter
50 liter
50 liter
50 liter

450 liter
600 liter
750 liter
800 liter
450 liter
600 liter
750 liter
800 liter

800 mm
800 mm
800 mm

1050  mm
800 mm
800 mm
800 mm
1050 mm

800  mm
1050 mm
1280 mm
1050 mm
800 mm
1050 mm
1280 mm
1050 mm

935 kg.
1094 kg.
1253 kg.
1306 kg.
935 kg.
1094 kg.
1253 kg.
1306 kg.

PRESSURE  HEIGHTUNIT TUBE
VOLUME

TOTAL
WATER VOL.

WIDTH DEPTH EMPTY
WEIGHT
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EKO  Manifolded Cylinder Bundles
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Our EKO model is designed for applications where lower cost solution is needed. EKO model comes with 
volume options of 6x50 lt, 9x50 lt, 12x50 lt and 16x50 lt produced in compliance with EN ISO 10961, 
2010/35/EU TPED and ADR.

Main di"erences between EKO and PRO models are frame design and manifold system. 

6x50 lt model provides a compact design and usually positioned at gas consumers who don’t have heavy 
gas consumption but in need of the benefits of a cylinder bundle.

DIMENSIONS

PRODUCT 
NAME

EKO6/50/230
EKO9/50/230
EKO12/50/230
EKO16/50/230

230/345 Bar
230/345 Bar
230/345 Bar
230/345 Bar

2.000 mm
2.000 mm
2.000 mm
2.000 mm

50 liter
50 liter
50 liter
50 liter

300 liter
450 liter
600 liter
800 liter

566 mm
795 mm
795 mm

1020 mm

795 mm
795 mm

1020 mm
1020 mm

475 kg.
600 kg.
840 kg.
1100 kg.

PRESSURE  HEIGHTUNIT TUBE
VOLUME

TOTAL
WATER VOL.

WIDTH DEPTH EMPTY
WEIGHT

KEY FEATURES

Manifold

• Serial Manifolded Copper/Brass

( Available up to 230 Bar models)

Pressure

• 200/300 Bar  • 230/345 Bar 

Frame Surface Protection

• Galvanized   • Electrostatic Powder Paint

Outlet Valves 

We offer a wide variety of valves in accordance with DIN, CGA, BS and AFNOR.

Cylinders

In our cylinder bundles, cylinders produced in accordance with

TPED certified ISO 9809-1 standards of approved manufacturers are used.

Cylinder Quantities and Volumes 

• 6 x 50 lt • 9 x 50 lt

• 12 x 50 lt • 16 x 50 lt

Gas Applications

• All Class 2 according to ADR with the exception of C2H2 and

groups T ( Toxic) , TC ( Toxic Corrosive).

Name Plate and Instructions

• Digital print customised with customer logo covered with 2 mm. 

Solid for protection. Available in local language.

• Aluminium Laser Print.
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XL MODEL  Manifolded Cylinder Bundles
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KEY FEATURES

Manifold
• Centralized Stainless Steel 
Pressure
• 200/300 Bar
Frame Surface Protection
• Galvanized 
• Electrostatic Powder Paint
Outlet Valves 

We offer a wide variety of valves in 
accordance with DIN, CGA, BS and AFNOR.
Cylinder Quantities and Volumes 

• 4 x 150 lt • 6 x 150 lt
Gas Applications
• All Class 2 according to ADR with the 
exception of C2H2 and groups T ( Toxic) , 
TC ( Toxic Corrosive).
Name Plate and Instructions
• Digital print customised with customer 
logo covered with 2 mm. Solid for protection. 
Available in local language.
• Aluminium Laser Print.

Our XL model is designed mainly for CNG applications however it is being used for industrial, medical 
and specialty gas applications as well. 

Our XL model is built using 150 lt cylinders to reduce weight/volume ratio to minimize transportation 
costs. It also provides space savings due to its taller but smaller dimensions in comparison to 50 lt 
bundles. 

XL model comes with volume options of 4x150 lt and 6x150 lt  produced according to EN ISO 10961,  
2010/35/EU TPED and ADR.

DIMENSIONS

PRODUCT 
NAME

XL/4/150/200
XL/6/150/200

200/300 Bar
200/300 Bar

2.200 mm
2.200 mm

150 liter
150 liter

600 liter
900 liter

800 mm
800 mm

800 mm
1085 mm

730 kg.
1090 kg.

PRESSURE  HEIGHTUNIT TUBE
VOLUME

TOTAL
WATER VOL.

WIDTH DEPTH EMPTY
WEIGHT
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ACETYLENE  Manifolded Cylinder Bundles
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KEY FEATURES

Manifold
• Centralized Stainless Steel

Pressure
• 19/60 Bar

Flashback Arrestor
• Optional as per customer request.

Frame Surface Protection
• Galvanized 
• Electrostatic Powder Paint

Outlet Valves 

We offer a wide variety of valves in accordance with DIN, CGA, BS and AFNOR.

Cylinders
In our cylinder bundles, 50 Lt. cylinders produced in accordance with TPED certified of 

approved manufacturers are used.

Cylinder Quantities and Volumes :   • 4 x 50 lt   • 6 x 50 lt • 8 x 50 lt

Gas Applications : • C2H2

Name Plate and Instructions
• Digital print customised with customer logo covered with 2 mm. Solid for protection. Available 
in local language.
• Aluminium Laser Print.

We produce 4 x 50 lt , 6 x 50 lt and 8 x 50 lt acetylene bundles in compliance with  EN ISO 10961, 2010/35/EU 
and ADR.

Our acetylene bundles are designed for easy assembly and disassembly due to frequent individual weight 
check and maintenance of acetylene cylinders.

DIMENSIONS

PRODUCT 
NAME

PRESSURE  HEIGHTUNIT TUBE
VOLUME

TOTAL
WATER VOL.

WIDTH DEPTH EMPTY
WEIGHT

ASETİLEN/8/50/19 19/60 Bar 1.900 mm50 liter 400 liter 610 mm 1070 mm 700 kg.
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DUAL  Manifolded Cylinder Bundles
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KEY FEATURES

Manifold
• Centralized Stainless Steel 

Pressure
• 22/33 Bar

Frame Surface Protection
• Galvanized 
• Electrostatic Powder Paint

Outlet Valves 

We offer a wide variety of valves in accordance

with DIN, CGA, BS and AFNOR.

Cylinders
TPED certified 127 Lt cylinders from approved 

manufacturers of superior quality are used in our cylinder bundles.

Cylinder Quantities and Volumes:
• 6 x 127 lt

Gas Applications :  • NH3

Name Plate and Instructions
• Digital print customised with customer logo covered with 2 mm. Solid for protection. Available in local 

language. 

• Aluminium Laser Print.

Our DUAL model cylinder bundles which we produce in accordance with EN ISO 10961 and ADR norms are 
designed for liquefied gases such as CO2, Ammonia and N2O.

Two separate manifold systems are used for simultaneous use of gas and liquid.

DIMENSIONS

PRODUCT 
NAME

PRESSURE  HEIGHTUNIT TUBE
VOLUME

TOTAL
WATER VOL.

WIDTH DEPTH EMPTY
WEIGHT

DUAL/6/127/200 200/300 Bar 2.000 mm127 liter 762 liter 870 mm 1245 mm 500 kg.
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KEY FEATURES

Manifold
• Centralized Stainless Steel 

Pressure
• 300/450 Bar 

Frame Surface Protection
• Galvanized 
• Electrostatic Powder Paint

Outlet Valves 
We offer a wide variety of valves in

accordance with DIN, CGA, BS and AFNOR.

Cylinder Quantities and Volumes:
• 9 x 80 lt 

Gas Applications
• All ADR Class 2 with the exception of C2H2 and groups T (Toxic), TC (Toxic Corrosive).

Name Plate and Instructions 
• Digital print customised with customer logo covered with 2 mm. Solid for protection. Available in local 

language.

• Aluminium Laser Print.

9X80 LT  Manifolded Cylinder Bundles
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9X80/9/80/300 300/450 Bar 2.300 mm80 liter 720 liter 910 mm 910 mm 1130 kg.

DIMENSIONS

PRODUCT 
NAME

PRESSURE  HEIGHTUNIT TUBE
VOLUME

TOTAL
WATER VOL.

WIDTH DEPTH EMPTY
WEIGHT

It has been specially designed upon high demand from the UK and Northern European market. 
Manufactured according to EN ISO 10961, 2020/35/EU TPED and ADR. Our bundle includes nine 80L 
cylinders.



Manifolded Cylinder Bundles  General Information

www.koyuncutas.com15

Frame Analysis

Bundle frames are calculated and 
designed for the optimum weight 
/endurance ratio. We make sure 
that our MCPs are not 
unnecessarily over weighted while 
they are durable enough to work 
under severe conditions for an 
extended period of time.

We don’t produce our manifolds  as we feel like it. We calculate and engineer every detail and 
design for the optimum gas flow.  Pipe diameters, materials, valves, elbows, diameter changes, 
flow direction changes are all software simulated to allow fastest filling and discharge while 
ensuring that pipes and cylinders are within the pressure and temperature safety limits.

Gas Flow Analysis

Design & Engineering

We employ engineers specialised in welding procedures, gas flows, thermo dynamics and quality 
control. We calculate, engineer and simulate every detail before production. 
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Production

Our production facilities are located in Istanbul and Kocaeli, Turkey. Production processes are 
supervised and managed as per ISO 9001 regulation. All details from material acceptance until the 
product shipment is being recorded on our ERP system providing tracebility for all materials and 
production cycles.

General Information   Manifolded Cylinder Bundles



Manifolded Cylinder Bundles  General Information
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All manifolds are hydrostatically tested at 1,5 times the work pressure. As a TPED certified cylinder 
testing center, we have the ability to test and refurbish gas cylinders. Our sand blasting and 
electrostatic powder paint facility make your cylinders almost as good as their first day.

Hydrostatic Testing of Cylinders and Manifolds

Non Destructive (ND)  Testing of Welding Joints

Our entire welding process both for frames and pipes are ND tested. We make sure that all 
welding joints are free of cracks, porosity , undercut, slags and with proper welding 
penetration. 

Quality Control



Leak Testing

All MCPs and MEGCs are leak tested at work pressure of the 
product. We fill them up to work pressure and keep them under 
observation for 24 hrs before shipment.

Documentation and Tracebility 

All of our products are shipped with our certification and 
documentation package where all production tests and 
controls, materials used are well documented. All 
production details are archieved in our systems forever.
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General Information   Manifolded Cylinder Bundles


